
ADVANCE TECHNOLOGY 
FROM GERMANY



Energy Saving Screw Air Compressor
Permanent Magnet VSD 
Screw Air Compressor

UP TO 

30% 
energy saving

         1. Average PM motor can save 7% - 11%
         2. Reduce pressure can save 8% - 1bar
         3. Save unload state and less power
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Model
Motor power Outlet Pipe Drivemode Weight  Dimension

KW HP INCH KG MM

7.5 10
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Energy Saving Screw Air Compressor
Double Stage 
Screw Air Compressor

UP TO 

40% 
energy saving

1. Average PM motor can save 7% - 11%
     2. Reduce pressure can save 8% - 1bar
         3. Save unload state and less power

GD-20APM-II

GD-25APM-II

GD-30APM-II

GD-40APM-II

GD-50APM-II

GD-60APM-II

GD-75APM-II

GD-100APM-II

GD-125APM-II

GD-150APM-II

GD-175APM-II

GD-220APM-II

GD-250APM-II
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Model
Motor power Discharge

pressure
Free air 
deliver Outlet Pipe Drivemode Weight  Dimension

KW HP M3/Min Bar INCH KG MM

15 20

18.5 25

22 30

30 40

37 50

45 60

55 75

75 100

90 125

110 150

132 175
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Energy Saving Screw Air Compressor
Fixed Speed Screw 
Air Compressor

GD-10A

GD-15A

GD-20A

GD-25A

GD-30A

GD-40A

GD-50A

GD-60A

GD-75A

GD-100A

GD-125A

GD-150A

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

DIRECT

Model
Motor power Discharge

pressure
Free air
deliver Outlet Pipe Drivemode Weight  Dimension

KW HP M3/Min Bar INCH KG MM

7.5 10

11 15

15 20

18.5 25

22 30

30 40

37 50

45 60

55 75

75 100

90 125

110 150
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1280*850*1160
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GD-250A

DIRECT

DIRECT

DIRECT

64

64

64

64

66

68

68

68

72

72

72

75

75

75

78

132 175
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Air Flow Rate : 4.9-13.8 m3/min
Air Compressor Size : 22-75 Kw

Ambient Temp. Max 50 C/Inlet Air Temp. Max 80 C

REFRIGERANT AIR DRYER 
Be free from sudden operation stop 
and water out�ow even in tough condition

AR Air Dryer
Models

   

TOUGHNESS FOR HOT
CONDITION EASY

EASY OPERATION

PRESSURE DEW POINT
3 C AT BEST EFFORT

LOW PRESSURE LOSS

Strong and High e�ciency
Heat Exchanger Stable Draining System User friendly controller

- Equip stainless shell 
   and nickel-plated pipe

- See-though Drain bowl
- High reliability electrical trap

- Evaporating temp. indicator
- Operation status lamp



Air processing capacity (*1)

Dew point of outlet air (*2)

Inlet air temperature

Ambient temperature

Inlet air pressure

Model U30

m /min

Technical Data Sheet
U50 U75 U100

4.9 6.9 10.7 13.8

3

5 - 80

2 - 50

0.2 - 1.0

C

C

C

MPaG

Remarks :
*1 process air conditions is based on ISO8573 (inlet 35 C/Ambient: 25 C)
*2 Best e�ort value *3 This air dryer is designed for indoor use.
*4 Technical data is subject to change without notice

For inquiries, please contact here.

External dimensions
(Height x Depth x Width) mm

Mass

Air pipe connection

Power source

Current/Power
supply capacity

Refrigerant

Auto drain trap

Kg

V   Hz

A   kVA

670*381*672 743*381*802 1000*421*802 977*496*852

45 61 86 110

R1 (25A) R1-1/4 (32A) R2 (50A) R2 (50A)

3 phase 380   10%(50)+1 phase 220   10% (50)+

5.1   1.1 8.8   1.9 9.2   2.0 4.7   3.1

R-410A

Timer type with drainage chamber and strainer













AIR TANK
ถังเก็บลม สำหรับปั๊มลม

เหมาะกับ Air Compressor และ Air Dryer
ถังเก็บลมมีขนาด ตั้งแต่ 200 - 15000 ลิตร
ขนาดของถังเก็บลมจะข้ึนอยู่กับปริมาณลม
ที่ออกจากคอมเพรสเซอร์ขนาดของระบบ
รวมทั้งปริมาณความต้องการใช้ลมด้วย

CAPACITY :

200L

1,500L

500L

3,000L

6,000L 8,000L

100L

1,000L

300L

2,000L

5,000L

15,000L10,000L

4,000L

MATERIAL MILD STEEL
WORKING PRESSURE

: SS 400
: 10 BAR



ติดต่อสอบถามข้อมูลเพิ่มเติมได้ที่
LINE OFFICIAL ACCOUNT

สแกนที่นี่!!!!

บจก. เออีซี ฟิลเตอร์ พาร์ท
31 หทัยราษฎร์ แขวงบางชัน 

คลองสามวา กรุงเทพมหานคร 10510

https://www.aecfilterparts.com/
WEBSITE


